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Abstract
The accuracy of geodetic Very Long Baseline Interferometry (VLBI) is affected by water vapour in the atmosphere in terms of
variations in the signal propagation delay at the different stations. This “wet” delay may be estimated directly from the VLBI
data, as well as from independent instruments, such as collocated microwave radiometers. Rather than having stand-alone
microwave radiometers we have, through simulations, evaluated the possibility to use radiometric data from the VLBI receiver
in the VGOS telescopes at the Onsala Space Observatory. The advantage is that the emission from water vapour, as sensed
by the radiometer, originates from the same atmospheric volume that delays the VLBI signal from the extra-galactic object.
We use simulations of the sky brightness temperature and the wet delay together with an assumption of a root-mean-square
(rms) noise of the receiver of 1 K, and observations evenly spread between elevation angles of 10◦–90◦. This results in an rms
error of the estimated equivalent zenith wet delay of the order of 3 mm for a one frequency algorithm, used under cloud free
conditions, and 4 mm for a two frequency algorithm, used during conditions with liquid water clouds. The results exclude
rainy conditions when the method does not work. These errors are reduced by a factor of 3 if the receiver error is 0.1 K
meaning that the receivers’ measurements of the sky brightness temperature is the main error source. We study the impact of
ground-noise pickup by using a model of an existing wideband feed. Taking the algorithm uncertainty and the ground noise
pickup into account we conclude that the method presented will be useful as an independent estimate of the wet delay to
assess the quality of the wet delays and linear horizontal gradients estimated from the VLBI data themselves.
Keywords Geodetic VLBI · VGOS · Microwave radiometry
1 Introduction
The signal propagation delay due to atmospheric water
vapour is an important error source in geodetic Very Long
Baseline Interferometry (VLBI). This was realised already
during the design phase of the Mark-III system (Shapiro
1976) aiming for centimetre accuracy for global baselines.
Efforts were made in order to infer corrections for the wet
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ter, often referred to as a Water Vapour Radiometer (WVR),
measuring the thermal emission from the sky at frequencies
around the water vapour line at 22.2 GHz (Elgered et al.
1991; Kuehn et al. 1991; Emardson et al. 1999; Nilsson et al.
2017).
At that time it also became possible to estimate the atmo-
spheric delays from the VLBI data themselves, as long as the
observations were acquired at both high and low elevation
angles (Herring et al. 1990; Davis et al. 1991). In spite of the
fact that low elevation observations have a larger atmospheric
delay a sequence of observations in different directions is
essential to improve the geometry and decrease the corre-
lation with the estimated vertical coordinate when solving
for the atmospheric delay. There is an operational advan-
tage of not having to keep a stand-alone WVR operating
continuously and securing the data quality at each station in
addition to the monitoring of the VLBI experiment. Further-
more, the WVR method has an insufficient accuracy during
rain (Elgered et al. 1991).
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Which of these two methods provides the lowest uncer-
tainty of the geodetic results is an interplay between the
accuracy of the WVR delays and the elevation cut-off angle
of the VLBI observations (Herring 1986). Employing stand-
alone WVRs instead of estimating the delays from the VLBI
data, has resulted in small improvements in some cases but
not always (Elgered et al. 1991; Kuehn et al. 1991; Emard-
son et al. 1999; Nilsson et al. 2017). Therefore, today the wet
delays at all stations in an experiment are normally estimated
from the VLBI data themselves, see e.g. Soja et al. (2015).
Stand-alone WVR observations at specific sites are mainly
used to verify these estimates, see e.g. Ning et al. (2012),
Teke et al. (2013) and Klügel et al. (2019). The introduction
of the VLBI Global Observing System (VGOS) (Niell et al.
2018) facilitates higher accuracy of estimated delays from the
VLBI data because of an increased number of observations
per time unit and thereby a better sampling of the atmosphere
and its variability.
Validations of these delay estimates from a stand-alone
WVR suffer from an important disadvantage, namely that
the WVR and the VLBI telescope sample different atmo-
spheric volumes. The atmospheric volumes observed by a
telescope and a stand-alone WVR are illustrated in Fig. 1.
A typical average profile of water vapour is exponential with
a scale height of 2 km, meaning that approximately 90% of
the water vapour exists below 5 km, which is in the near field
of the VGOS telescope for elevation angles above around
10◦. Line-of-sight radiometry directly with the telescopewill
sample the same air mass that also dictates the wet delay of
the VLBI observations. The standard VGOS receiver has an
upper frequency limit at 14 GHz. However, the use of higher
frequencies has been proposed, where one motivation is to
obtain information on thewet delay (Petrachenko et al. 2009).
The idea of using an interferometer dish for sensing of the
wet delay has been evaluated at the Very-Large Array (VLA)
(Resch et al. 1984; Butler 2000).
We assess a method of using the wideband VLBI receiver,
mounted in a particular VGOS telescope (at Onsala) to also
function as a radiometer by sampling the sky brightness tem-
perature at different frequencies in order to infer the wet
delay. This method requires an extension of the frequency
range beyond 14 GHz. It has previously been shown that
frequency combinations within the interval 14–24 GHz can
yield comparable results to that of a conventional 21/31 GHz
channel WVR (Flygare et al. 2018). Recent developments in
wideband feed horn and Low-Noise Amplifier (LNA) design
has shown that 10:1 frequency ratios are possible (Flygare
and Pantaleev 2020), with 6:1 feed having been success-
fully tested up to 50 GHz (Shi et al. 2017). Covering a 10:1
frequency ratio, a continuous band over 3–30 GHz is con-
ceivable. Advantages of keeping the highest frequency as
low as possible is the reduced level of tolerances needed in
production, and the lower receiver noise expected. The sug-
Fig. 1 The concept of a stand-aloneWVR and a VGOS telescope illus-
trating the different sampled air volumes. TheWVR senses all the water
vapour in its far field whereas the VGOS telescope has the entire tro-
posphere in its near field when observing above a 10◦ elevation angle.
Note the different horizontal and vertical scales
gested feed and LNA system used as an example in this study
cover up to 24 GHz with successful manufacture and tests.
The choice of this system is further discussed in Sect. 4.1.
Our assessment is carried out through simulations using
data from the European Centre for Medium-Range Weather
Forecasts (ECMWF). The simulations are described in
Sect. 2. We address two different situations, for two dif-
ferent algorithm formulations: (1) when there is no liquid
water in the atmosphere and (2) when there is cloud liquid
water present. The implications of the expected performance
for geodesy VLBI are discussed. In Sect. 4 we propose
methods for the calibration of the sky brightness tempera-
tures, inferred from the observationswith theVGOS receiver.
Finally, Sect. 5 contains our conclusions and suggestions for
further work.
2 Simulated observations of sky brightness
temperatures
The input data describing the atmospheric properties were
taken from the ERA-Interim analysis of ECMWF (Dee et al.
2011) via its web interface (Berrisford et al. 2011). The
quantities used are: pressure, temperature, humidity, and
liquid water profiles. Data were downloaded for the years
2000–2003, for 00, 06, 12 and 18 UT, which gives 5840
atmospheric profiles, at the highest available height resolu-
tion. The position was selected to match the location of the
Onsala Space Observatory meaning that the results are valid
only for sites with similar weather conditions. It is known
that the quality of the liquid water profiles in ERA-Interim
is rather uncertain and difficult to model, see e.g. (Stengel
et al. 2018). Furthermore, we have found that the Liquid
Water Content (LWC) was significantly underestimated for
the Onsala site by comparing these values to several years
of independent WVR observations. It is of most importance
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Fig. 2 The distribution of
observations with respect to the
elevation angle for the VGOS
schedule VO0076 run at Onsala
on March 16, 2020 (left). In
total there are 877 observations
during this 24 h long experiment
that the true variability in the LWC is covered in the dataset
used in the simulation. Therefore, the liquid water profiles in
ERA-Interimweremultiplied by a factor of 3, which is on the
conservative side, not to underestimate the expected errors.
Other VLBI sites have not been investigated in this study,
but the method is applicable anywhere using ERA-Interim
or any other global analysis.
The following assumptions were made about the calcu-
lated sky brightness temperatures: (i) a pencil beam (an
infinitely narrow beam) calculation represents the antenna
temperature; (ii) a monochromatic calculation represents the
brightness temperature; (iii) the magnitude of the added
uncorrelated noise is varied between 0.1 and 1.0 K (one stan-
dard deviation, SD); which is a reasonable interval taking
thermal noise, gain variations, and ground noise pickup into
account. (iv) instrument errors are assumed to be independent
of the observed airmass.
VGOS observations cover a large range of elevation
angles. Figure 2 depicts the distribution of observations at
different elevations (airmasses). The so-calledmapping func-
tions, describing either the ratio between the wet delay and
the zenith wet delay (ZWD) or the ratio between the sky
brightness temperature and the zenith sky brightness tem-
perature, are weather dependent and become less accurate
for low elevation angles. Therefore, we limit our study to up
to 6 airmasses, corresponding to an approximate elevation
angle of 9.6◦. Approximately 90% of all the observations in
Fig. 2 are acquired at elevation angles above 10◦. Given that
radiometry for wet delay estimation is not accurate during
rain and that the method is primarily proposed to validate the
accuracy of the wet delays estimated from VLBI data, 90%
of the observations is deemed a sufficiently large fraction.
Furthermore, should the method, at some point, evolve into
the primary source for wet delay estimates at sites with little
rain observations at low elevation angles may not be used at
all (Herring 1986).
Our simulated observations of the sky brightness temper-
ature, using the ARTS software package v.2.3 (Buehler et al.
2018), covers the frequency range from 14 GHz to 24 GHz.
The PWR98 model for water vapour attenuation was used
(Rosenkranz 1998). See Moradi et al. (2020) for an assess-
ment of water vapour attenuation models. The attenuation of
liquid cloud water is taken from Ellison (2007).
We assume a horizontally layered atmosphere with no
azimuthal dependence. The elevation angles of the simulated
observations are equal to 90◦, 30◦, 19.5◦, 14.5◦, 11.5◦, and
9.6◦. Using the approximation of a flat Earth this corresponds
to 1, 2, 3, 4, 5, and 6 airmasses, respectively.
The sky brightness temperature may be mapped from any
elevation angle to an equivalent zenith temperature, similarly
as is done for the wet delay, see e.g. Niell (1996) and Lagler
et al. (2013) describe one of several mapping functions used
in VLBI analyses. The difference between a flat earth map-
ping function and the mapping function for a spherical earth
with an atmospheric thickness of 2 km is less than 1% for ele-
vation angles above 14◦ and increases to 2% for an elevation
angle of 10◦.
Using the ARTS software we calculated the wet delay, the
sky brightness temperature Tb, and the transmission (opac-
ity, τ ) for the six different elevation angles. The brightness
temperature is written
Tb = Tbg e−τ∞ +
∞∫
0
T (s) α(s) e−τ(s)ds (1)
where Tbg is the cosmic background temperature of 2.7K, τ∞
is the total opacity through the atmosphere,α is the frequency
dependent total attenuation coefficient of the atmospheric
constituents, and T is the physical temperature of the atmo-





Later we will prefer to use opacities instead of the
observed brightness temperature in the algorithms for the
wet delay (Eqs. 7, 8). By using the effective temperature of
the atmosphere defined by
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Fig. 3 Simulated observations
of the sky brightness
temperature in the zenith
direction (top) and in the
direction of 6 airmasses
(bottom). In the graphs to the
left the liquid water content has
been set to zero, and the graphs
to the right include liquid water.
The white lines depict the mean
temperatures. We can see a
saturation effect when airmass









we obtain the relation between the sky brightness tempera-
ture, and the total opacity in Eqs. (1) and (2):
Tb = Tbg e−τ∞ + Teff
(
1 − e−τ∞) (4)
Simulated values of Tb and τ∞ together with Eq. (4) were
used to calculate the effective temperatures at the frequencies
and the elevation angles of interest.
Equation (4) and the definition τ∞(ε) = m(ε)τz , where ε
is the elevation angle, m is the airmass factor, and τz is the
zenith opacity, gives:








The dataset has 5840 profiles with a ZWD mean and a stan-
dard deviation of 94.3 mm and 45.3 mm, respectively. The
mean and the standard deviation of the LWC is 0.16 mm and
0.31 mm, respectively. A second dataset was created with no
liquid water in the atmosphere, simply by setting the liquid
water profiles identical to zero. The simulated sky bright-
ness temperatures for the two datasets are shown in Fig. 3.
Comparing the left and right graphswe note that the contribu-
tion from liquid water can be dominant, but we are primarily
interested in the contribution fromwater vapour.We also note
that at 14 GHz the sensitivity in the brightness temperature,
due to water vapour variability, is weak. This motivates our
exclusion of lower frequencies in the following analyses.
3 Performance of wet delay algorithms
We have assessed whether to use either brightness temper-
atures or opacities in the algorithms for the wet delay. We
note from Eq. (4) that when Tb  Teff the opacity is approx-
imately proportional to the sky brightness temperature, but
for high opacities Tb will saturate. However, when the water
vapour in the atmosphere increase neither the wet delay nor
the opacities will saturate. The use of opacities led to the
best performance in terms of the smallest residuals so these
will be used in the following. In a real observation only
the observed brightness temperatures, at specific elevation
angles, are available. Therefore, in order to use opacities we
need a model for the effective temperature.
3.1 Model for the effective temperature
We have tried several different formulations in order to
estimate the effective temperature using the method of
least-squares. The available input data consist of the air tem-
perature at the ground, Tg, the relative humidity at the ground,
rg, the observed brightness temperature, Tb, and the airmass
factor, m. We used a similar approach as Ingold et al. (1998)
and the following formulation offered the best fit to the data:
Teff = a0 + a1 · Tg + a2 · rg + a3 · Tb + a4
Tb
+ a5 · m (6)
where ai are the estimated coefficients. The airmass, m, is
defined as τ∞(ε)/τz , where ε is the observed elevation and
τz the zenith opacity. For each atmospheric profile, ARTS
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Table 1 Airmass factors at
different elevation angles for the
three frequency ranges
Frequency (GHz) LWC ε (◦) 90 30 19.5 14.5 11.5 9.6
1/ sin(ε) 1 2 3 4 5 6
20–24 No Mean m 1 1.998 2.993 3.982 4.964 5.938
SD m 0 0.0003 0.001 0.003 0.005 0.009
14–24 Yes Mean m 1 1.998 2.992 3.981 4.962 5.934
SD m 0 0.0004 0.002 0.004 0.008 0.013
20–40 Yes Mean m 1 1.998 2.992 3.980 4.960 5.932
SD m 0 0.0004 0.002 0.004 0.008 0.014
Fig. 4 The residuals for the
model of the effective
temperature using observations
at all elevation angles. Left:
without liquid water for
frequencies 20–24 GHz. Right:
with liquid water for frequencies
14–24 GHz
calculates τ∞(ε) for the six given ε, including the zenith
direction, ε = 90◦. Using the ECMWF dataset for the Onsala
site, mean values ofm, for these elevations, can be estimated.
Table 1 summarises the results for three different cases, one
with no LWC and the frequency range 20–24 GHz and two
with LWC and the frequency ranges 14–24 and 20–40 GHz.
A very weak dependence on the frequency has been ignored.
The airmass factors are quite close to the ones given by the
flat Earth approximation, implying that m ≈ 1/ sin(ε), since
all elevation angles are above ≈ 10◦ and most of the water
vapour and liquid water are found below a height of 5 km.
The coefficients in Eq. (6) are derived for the same three
cases as for the airmass factors (see Table 1).
Examples of the fit to the model for the 20–24 GHz and
14–24 GHz frequency ranges are shown in Fig. 4 and the
parameter values for all three frequency ranges are presented
in Table 2. The rms error of the effective temperature esti-
mations are below 3.1 K (or around 1%), compared to 3.5 K
as reported by Ingold et al. (1998). Higher orders of Eq. (6)
only gives a minor improvement of the fit. Note that the coef-
ficients in Table 2 are tuned to the atmospheric conditions at
the Onsala site. The coefficients for another location shall be
obtained from ECMWF data for that site.
Wewill first assess an algorithm using observations in one
frequency channel only, thereby optimised for the conditions
with no liquid water in the atmosphere. Secondly we will do
a similar assessment of a more general algorithm, based on
observations at two frequency channels, which can provide
reasonably accurate estimates of the wet delay also during
cloudy conditions as long as thewater drops aremuch smaller
than the observed wavelength. This is the case also for a
stand-alone WVR (Westwater and Guiraud 1980).
3.2 One-frequency wet delay algorithm
The one-frequency algorithm used for the ZWD, w, is of the
form
w = a0 + a1 · pg + a2 · τz + a3 · τ 2z (7)
where pg is the surface pressure, τz is the equivalent zenith
opacity given by Eq. (5), and a0–a3 are the coefficients deter-
mined by the method of least squares. An inclusion of the
ground temperature was also tested but did not result in an
improvement.
There is a need to have a sufficiently strong signal from the
water vapour emission line compared to the receiver noise.
Therefore, although a future receiver may cover a larger fre-
quency band, we restrict our simulations to the range of
14–24 GHz.
The results for different frequencies and receiver noise
are shown in Fig. 5 for observations acquired through 1, 6,
and all (1–6) airmasses. We note that even for an rms error
of 0.1 K and observations at 6 airmasses the water vapour
signal becomes too weak below around 20 GHz. Please note
the different y-scales in each graph. The optimal frequencies,
123
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Table 2 Estimated coefficients
for Teff in Eq. (6) for the three
frequency ranges
Frequency (GHz) LWC a0 (K) a1 (K/K) a2 (–) a3 (K/K) a4 (K2) a5 (–) SD (K)
20–24 No −14.29 0.9835 7.913 0.007899 −148.9 0.1260 1.8
14–24 Yes 4.897 0.9162 9.757 0.01892 −166.9 −0.3921 2.1
20–40 Yes 0.392 0.9195 11.181 0.02705 −213.1 −0.3065 3.1
Fig. 5 Simulations of the
expected ZWD rms error (or
SD, since no bias error exists)
for the one frequency algorithm
presented for the equivalent
zenith direction for 1 airmass
(left), 6 airmasses (middle), and
1–6 airmasses (right) and
different receiver rms errors in
the observed brightness
temperatures. The lower plots
zoom in on the frequency range
giving the lowest SD. The
circles mark the lowest SD at
the optimal frequency
Table 3 Expected error in the ZWD (SD) using the one-frequency algorithm at the optimal frequency for different airmasses and different errors
in Tb
SD Tb (K) Airmass
1 6 1–6
SD ZWD (mm) Opt. freq. (GHz) SD ZWD (mm) Opt. freq. (GHz) SD ZWD (mm) Opt. freq. (GHz)
0.1 1.1 23.6 1.1 20.8 1.1 20.8
0.5 2.5 23.4 1.3 20.8 1.7 23.6
1.0 4.5 22.8 1.8 23.4 2.7 23.2
and the resulting rms errors for these cases are presented in
Table 3. The optimal frequency appears on one of the sides
of the peak of the water vapour emission line. The reason is
that most of the water vapour exists in the troposphere where
the line is pressure broadened and contributions from the
emission line to the sky brightness temperature shall match
the contributions from the wet refractivity to the wet delay.
The increased scatter for a frequency towards the centre
of the line is illustrated in Fig. 6. Note also that the optimal
frequency appears closer to the line centre when the receiver
noise increases, and for observations in the zenith direction
only, since a stronger water vapour signal is then an advan-
tage. The estimated, site dependent, coefficients for the case
when observations are made at all airmasses 1–6 are pre-
sented in Table 4. We also note that the optimal frequency is
not always on the same side of the emission line. The differ-
ences are however hardly significant, as seen in Fig. 5.
3.3 Two-frequency wet delay algorithm
The use of two frequencies is motivated by the need to sepa-
rate the two unknown contributions to the opacity fromwater
vapour and liquid water. Only the former has a large contri-
bution to the wet delay. These shall therefore be chosen at
significantly different frequencies to benefit from the differ-
123
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Fig. 6 Illustrations of the fitted
data to the one-frequency
algorithm for three different
frequencies, on and at each side
of the emission line. The left
graph refers to the blue line
(SD Tb = 0.1K) and the right
graph the red line
(SD Tb = 1.0K) in the lower
right graph in Fig. 5
Table 4 Estimated coefficients
for ZWD in Eq. (7) for 1–6
airmasses
SD Tb (K) Opt. freq. (GHz) a0 (mm) a1 (mm/Pa) a2 (mm) a3 (mm)
0.1 20.8 48.48 −7.038 × 10−4 1583 −550.0
0.5 23.6 50.15 −6.898 × 10−4 1198 −324.4
1.0 23.2 58.15 −7.441 × 10−4 1096 −296.8
ent frequency dependence of water vapour and liquid water
emissions (see e.g. Wu 1979).
The two-frequency algorithm for ZWD is formulated as
w = a0 + a1 · τz1 + a2 · τ 2z1 + a3 · τz2
+a4 · τ 2z2 + a5 · τz1 · τz2 (8)
where again the coefficients a0−5 are determined by the
method of least squares and τz1 and τz2 are the equivalent
zenith opacities (Eq. 5) at the two frequencies.
Depending on the frequency band observed in future
VGOS receivers we have derived two-frequency algorithms
for two different cases: one where the upper frequency is set
to 24 GHz, i.e. using K-band, and another where also the
Ka-band (up to 40 GHz) is included.
3.3.1 Two-frequency wet delay algorithm K-band
The results for different frequency pairs and receiver noise
are shown in Fig. 7, which is a 2-D version of Fig. 5, for
observations acquired through 1, 6, and all (1–6) airmasses.
The optimal frequency pairs, and the resulting rms errors
for these cases are presented in Table 5. Compared to the
one-frequency algorithm results, without anyLWC, shown in
Table 3, the rms errors for the two-frequency data, with LWC,
are approximately twice as large. The estimated coefficients
for the case when observations are made at all airmasses 1–6
are presented in Table 6. As in the one-frequency algorithm
results, we note that the coefficients change significantly for
the different levels of receiver noise because a noisier receiver
implies that the higher of the twooptimal frequencies is closer
to the centre of the emission line but the differences in SD
is almost insignificant. Again the higher of the two optimal
frequencies is not always on the same side of the centre of
the emission line.
The one-frequency algorithm improved when, apart from
the opacity, also the surface pressure was included (see
Eq. (7)). Such an improvement was not seen when testing
the two-frequency algorithm. The reason is that the impact
of the varying contribution from oxygen is suppressed by the
linear combination of the opacities at the two frequencies.
Therefore, the surface pressure is not included in Eq. (8).
A three-frequency algorithm was also tested. Adding a
third channel gives a negligible improvement for the lowest
receiver noise level (0.1 K) and no improvement was seen
for the two noise levels of 0.5 K and 1.0 K.
3.3.2 Two-frequency wet delay algorithm K- and Ka-band
The results using the wider frequency band 20–40 GHz are
presented in Tables 7 and 8, following the same structure as
was used for the K-band algorithm. Many existing WVRs
operate at about 21 and 31 GHz. As seen in column airmass
1–6 in Table 7, the optimal frequencies differ from these.
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Fig. 7 Simulations of the
expected ZWD rms error (SD)
for the two-frequency algorithm
for 1 airmass (left), 6 airmasses
(middle) and 1–6 airmasses
(right). The receiver noise is
0.1 K (top), 0.5 K (middle), and
1.0 K (bottom) for each row,
respectively. The white areas
correspond to rms errors larger
than the upper limit of the scale
and the circles mark the lowest
rms error obtained for the
optimal frequency pair
Table 5 Expected error in the ZWD (SD) and the optimal frequency pair for the two-frequency algorithm using K-band, for different airmasses,
and different errors in Tb
SD Tb (K) Airmass
1 6 1–6
SD ZWD (mm) Opt. freq. (GHz) SD ZWD (mm) Opt. freq. (GHz) SD ZWD (mm) Opt. freq. (GHz)
0.1 2.1 15.6 / 23.8 1.6 15.8 / 20.4 1.8 16.0 / 20.4
0.5 5.8 16.8 / 22.6 2.4 15.4 / 20.8 3.8 15.8 / 23.2
1.0 10.0 17.4 / 22.4 3.6 15.4 / 23.4 6.1 17.0 / 22.4
Table 6 Estimated coefficients
for ZWD in Eq. (8) for 1–6
airmasses
SD Tb (K) Opt. freq. (GHz) a0 (mm) a1 (mm) a2 (mm) a3 (mm) a4 (mm) a5 (mm)
0.1 16.0/20.4 13.08 −3869 −6202 2502 −1011 4918
0.5 15.8/23.2 12.18 −2571 −4480 1308 −392.9 2397
1.0 17.0/22.4 7.88 −1938 −3827 1242 −504.8 2412
Regarding the lower frequency channel, Fig. 5 shows that
SD ZWD have local minima on both sides of the peak of
the H2O line. Depending on the receiver rms errors a fre-
quency at about 23 GHz can be a slightly better choice than
21 GHz. Regarding the higher frequency channel, Table 7
gives somewhat higher frequencies than 31 GHz, but SD
ZWDvalues are quite low in thewhole 31–38GHz frequency
range. A motivation to observe around 31 GHz is that there
is a protected frequency band for passive radiometry from
31.3 to 31.8 GHz.
The lower frequency channel (23–24 GHz) is most sen-
sitive to water vapour and the higher frequency channel
(31–37 GHz) is most sensitive to cloud water. When the
receiver noise increases, the optimal frequencies are found in
frequency ranges where the emission from the atmospheric
water is stronger. This is clearly seen in the lower left sub-
123
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Table 7 Expected error in the ZWD (SD) and the optimal frequency pair for the two-frequency algorithm using K- and Ka-band, for different
airmasses, and different Tb errors
SD Tb (K) Airmass
1 6 1–6
SD ZWD (mm) Opt. freq. (GHz) SD ZWD (mm) Opt. freq. (GHz) SD ZWD (mm) Opt. freq. (GHz)
0.1 1.4 24.0/37.2 1.5 24.2/29.8 1.5 24.2/31.0
0.5 3.3 23.2/40.0 2.0 23.8/33.0 2.4 23.6/34.0
1.0 5.6 22.6/40.0 2.9 23.8/33.0 3.8 23.2/37.2
Table 8 Estimated coefficients
for ZWD in Eq. (8) for 1–6
airmasses
SD Tb (K) Opt. freq. (GHz) a0 (mm) a1 (mm) a2 (mm) a3 (mm) a4 (mm) a5 (mm)
0.1 24.2/31.0 0.5138 1746 −494.3 −1093 −552.6 1023
0.5 23.6/34.0 2.176 1353 −295.9 −676.5 −242.9 485.3
1.0 23.2/37.2 4.701 1190 −198.6 −484.0 −89.03 200.2
plot in Fig. 7 where one of the two frequencies is found at the
peak of the water vapour emission line. Similarly, to have a
better signal-to-noise ratio, the optimal frequency of the high
frequency channel increases with increased receiver noise.
Finally, a comment on the empirical factor of 3 used to
increase the LWC in the ERA-Interim dataset. The expected
algorithm errors in Table 7 decrease by ≈ 10% when the
factor is not used. This is not a large difference given the
other uncertainties. As mentioned in Sect. 2 the factor was
introduced not to underestimate the algorithm errors.
3.4 Intermediate discussion
One obvious application of WVR data is to assess the accu-
racy of the estimated time series at the different VGOS sites.
To put that into a context we need to discuss the ZWD uncer-
tainty when it is estimated from the VLBI data. This is a
complex issue where the result depends on the geometry of
the observations and how the analysis is set up. Parameters
to vary are for example the temporal resolution of the esti-
mated time series of the ZWD and linear horizontal gradients
(if they are estimated). In addition it will also depend on the
constraints used for these parameters. As an example, in the
CONT14 experiment estimates of the ZWD was made every
30 min and the gradients every 6 h, using the constraints for
the variability of 15 mm h−1 for the ZWD rate segments and
2mmd−1 for gradient rates. This resulted in a formal error of
1.7 mm for the ZWD (Elgered et al. 2019). The formal error
is however in general always underestimating the real uncer-
tainty. Heinkelmann et al. (2011) addressed this question by
comparing the ZWD results from ten different analysis cen-
tres and concluded that overall there was an underestimation
with approximately a factor of 2. Their results also show
that the formal uncertainties of the ZWD from the differ-
ent centres for the same experiment also vary with a factor
of 2, depending on the assumptions made when setting up
the analysis.
Because an estimated ZWD is strongly correlated with
the estimated vertical coordinate of the VLBI station, an
improvement in the ZWD will also result in a more accurate
vertical coordinate. The correlation depends on the geome-
try of the VLBI network. An approximate relation assuming
that the cutoff angle of observations is 10◦ is that an error in
the ZWD when estimated from the VLBI data is multiplied
by a factor of 3 to give the associated error in the vertical
coordinate. This factor is closer to 1 for the error of inde-
pendent ZWD estimates, e.g. from a WVR, and no ZWD
are estimated from the VLBI data, and observations below
elevation angles of 10◦ are ignored (Herring 1986). To sum-
marize, we find that the expected ZWD uncertainties from
the WVR and from VLBI data are comparable. The WVR
data have the potential to improve the geodetic results dur-
ing non-rainy conditions eliminating the need to solve for
the ZWD and horizontal gradients in the VLBI data analysis.
The first straight-forward application is, however, to use the
WVR results to assess the quality of the atmospheric esti-
mates from the VLBI data.
In order to estimate the turbulent atmosphere the tempo-
ral resolution of the estimated ZWD as well as the gradients
should be as high as a few minutes. The WVR is very use-
ful because it provides independent equivalent ZWD in the
different directions without introducing any constraints of in
terms of dependence on previous estimates. Such measure-
ments can then be used to assess the corresponding estimates
from the VLBI data.
This studyused atmospheric data for theOnsala site.Algo-
rithm errors depend only slightly on the weather conditions
at the site, provided that a site specific algorithm is derived.
The main difference of algorithms derived for dry or wet
sites, e.g. in Alaska and in Florida, is the values of the opti-
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mal frequencies (Elgered 1993). In short, when there is a
lot of water vapour in the atmosphere the emission is strong
compared to the receiver noise. It is then an advantage to
observe further above, or below, the peak of the line, where
the emission from the water vapour profile correlates better
with the profile of the wet refractivity.
Finally we note that the overall accuracy of WVR-
determined ZWD is heavily depending on the uncertainty
in the measured sky brightness temperatures. For the three
simulated algorithms, including observations from 1 to 6 air-
masses, the uncertainty is reduced by a factor ≈ 3 if the
receiver rms error is decreased from 1.0 K to 0.1 K. The sta-
bility of the receiver is therefore of great interest and the next
section discuss the state-of-the art of broadband receivers for
radio astronomy telescopes.
4 Calibration of the sky brightness
temperature
So far we have presented simulation results for the estimation
of the wet delay based on one or two sky brightness temper-
atures observed with the receiver in a VGOS telescope. In
this section we will discuss requirements on the receiver and
the telescope in order to realise such an application.
A traditional stand-alone radiometer, collocated with a
VLBI telescope, is typically equipped with a horn antenna,
characterized by low sidelobes. Additionally, in order to infer
the sky brightness temperature each channel has at least two
reference loadswith stable temperatures to determine the two
unknowns, the gain and the system noise temperature. Fur-
thermore, the absolute accuracy of the reference load that has
a different temperature than ambient requires an external cali-
bration because of temperature gradients in lossywaveguides
which are difficult to model. This is typically accomplished
through the use of elevation scans, also referred to as sky
dips, or tip curves, see e.g. Elgered and Jarlemark (1998).
4.1 Gain and system temperature of the receiver
The present standard VGOS receivers do not have two refer-
ence loads. Neither do they cover the frequency band around
the water vapour emission line. To provide two reference
temperatures for calibration, an internal noise injection and
an external absorber load could be implemented. However,
the difficulty to stabilise the temperature of the reference
load, and to mechanically design and fit such a system on
the telescope, makes the use of an external absorber less
interesting. A more feasible solution would be to imple-
ment two separate internal references. Recent LNA designs
have successfully included a noise-injection coupler directly
within thewidebandLNA (Pellegrini et al. 2021).With a con-
ventional cryogenic system, a directional coupler with two
Fig. 8 The wideband feed horn used to simulate ground-noise pickup
when mounted in one of the VGOS antennas at Onsala
injection points between the feed and the LNA could be used
as reference loads. A stabilised noise diode would then be
used as a noise source with a cold attenuator reference out-
put. If a single injection point is used potentially a wideband
ridge-waveguide switch system could be implemented.
We also note that with frequent changes of the observed
extra-galactic sources tip-curve observations will follow
automatically. A significant range of different elevation
angles will be covered without having any impact on the
VLBI observations. In fact, today’s scheduling procedures
already require a sequence of different elevation angles in
order to solve for the wet delay from the VLBI data. The
observations of the reference loads is carried out during a
few seconds and can be scheduled to occur during the time
periods when the telescope is slewing between the sources.
A remaining question is how a VGOS telescope com-
pares to the horn antennas of stand-alone WVRs. We have
addressed this issue through simulations. We assume that
the VGOS antenna is equipped with a quad-ridge flared
horn (QRFH) feed identical to the one developed for the
advanced instrumentation programme of the Square Kilome-
tre Array (SKA) project (see Fig. 8) covering the frequency
band4.6–24.0GHz.Details about the feed horn design and its
measured performance is given by Dong et al. (2019). Sim-
ulations have shown that the horn is also a good candidate
feed for the VGOS reflector geometry. Measured receiver
noise of the feed with the LNA, cooled to 20 K, gives an
estimated System Equivalent Flux Density (SEFD) compa-
rable to that of current VGOS receiver systems (Flygare et al.
2018). Another reason why this frequency range can be a
suitable candidate for future VGOS receivers is the alloca-
tion of 5G frequency bands for cellphone communication,
potentially introducing more radio frequency interference
(RFI). The frequency ranges of 3.4–3.8 GHz and 24.25–
27.5 GHz are currently considered the main bands to be
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Fig. 9 The simulated antenna
pattern at 21 GHz when the horn
is mounted in one of the VGOS
antennas at Onsala. A polar plot
with an angle range of
0◦–105◦ from the main lobe
where the central part (≤ 2◦) of
the beam is not shown for clarity
reasons (top) and a cut
270◦–90◦ (left) and
180◦–0◦ (right)
allocated in Europe, with similar bands considered in the rest
of the world (International Telecommunication Union 2020).
Together with already strong RFI sources below 3 GHz, the
future potential of a 4.6–24 GHz receiver is interesting with
the inclusion of line-of-sight radiometry.
4.2 Modelling input brightness temperature
For a VGOS telescope with a diameter of 13 m the half-
power beamwidth at 21 GHz is θ ∼ 70 × λ/D = 0.08◦.
The small angular spread for the telescope can be inter-
preted as the beam having a near-cylinder shape over the
range, starting at the telescope and ending when the spread
is equal to the antenna diameter. This means that we have
a geometry as illustrated in Fig. 1. To accurately model the
difference in observed brightness temperature between the
assumed pencil-beam and the VGOS antenna pattern, the
antenna temperature is calculated as the convolution of the
antenna pattern with the surrounding brightness tempera-
ture distribution (Balanis 2005, p. 106). This distribution is
strongly elevation dependentwith varying contributions from
cosmic sources, atmosphere andground temperature (Cortés-
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Fig. 10 The convolution
between the VGOS antenna
pattern and the sky brightness
distribution. Left: the observed
brightness temperatures from
the VGOS antenna and a pencil
beam. Right: the VGOS antenna
ground pick-up and the
difference between the VGOS
antenna and a pencil beam
Medellín 2007). For the frequency range of 14–24 GHz the
cosmic sources are ignored in our calculations.
The antenna pattern for the VGOS antenna illuminated
by the wideband QRFH, shown in Fig. 9 for 21 GHz, is
normalised by integrating the power over the sphere. The
polar plot shows the 0◦–105◦ range from the main lobe. The
central part of the beam is omitted to be able to resolve the
far-out side-lobes in the 65◦–105◦ range. The main and back
lobes are seen in the two cuts below the polar plot covering
the entire ±180◦ range.
Figure 10 depicts the convolution between the VGOS
antenna pattern and a sky brightness distribution at 21 GHz
with an angular resolution comparable to the resolution of
the antenna pattern. The result from a pencil beam is shown
as comparison. In the zenith direction the VGOS antenna
observes a larger antenna temperature than the pencil beam,
which has no side lobes, since the VGOS antenna has con-
tributions from lower elevation angles as well as the ground
pick-up. The difference between the VGOS and the pencil
beam decreases with decreasing elevation angle. At low ele-
vation angles the VGOS antenna observes a lower brightness
temperature than the pencil beam since the ground pick-up
does not compensate for the contributions from the cold sky
at high elevation angles. The curvatures at about 75◦ ele-
vation angle in the right plot is explained by the far-out
side-lobes located 65◦ to 105◦ from the main lobe. As seen
in Fig. 10, the simulated ground pick-up is quite stable in
the 10◦–90◦ elevation range, which is the interval for the
simulated performance of the wet delay algorithms. It seems
reasonable to assume that a correction to the pencil beam
assumption (black curve in Fig. 10) can be modelled with an
accuracy of a few tenths of a degree Kelvin.
5 Conclusions and suggestions for further
work
We have described a technique providing independent ZWD
using radiometry in aVGOS telescope. This could be consid-
ered if and when broadband receivers at higher frequencies
are being implemented for geodetic VLBI. Three different
algorithms have been studied: (i) a one-frequency algo-
rithm based on radiometric observations up to 24 GHz to
be used during cloud-free conditions, (ii) a two-frequency
algorithm also using observations up to 24 GHz, and (iii) a
two-frequency algorithm using observations up to 40 GHz.
For the first two algorithms an existing wideband feed and
LNA up to 24 GHz has been evaluated through simulation
for the VGOS telescope. Results indicate that ground-noise
pickup can be modeled with an accuracy of ≈ 0.5 K. The
predicted formal error for these three cases, using optimal
frequencies, and assuming receiver errors (SD) of 1 K aver-
aged over observations spread over elevation angles between
10◦ elevation and zenith, are 2.7 mm, 6.1 mm, and 3.8 mm,
respectively. If the receiver errors are reduced to 0.1 K, these
errors approximately decrease by a factor of 3, meaning that
the receiver stability is likely to be the limiting factor.
The ZWD from the WVR cannot be the only method
to handle the atmospheric calibration, unless the commu-
nity accepts to ignore all observations acquired during rain.
We think that the optimal use of the WVRmethod is to com-
bine it with the present approach, i.e., the estimation of the
ZWD and horizontal linear gradients from the VLBI data
themselves.
A logic first application is to assess the accuracy of
estimated ZWD and horizontal gradients. Compared to the
stand-alone WVR, which has been used for this purpose at
many sites and experiments (Teke et al. 2013; Nilsson et al.
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2017), the main advantage of having the WVR in the tele-
scope is that it will sample the same atmospheric volume that
causes the delay of the VLBI signal. This is especially use-
ful when assessing estimates of the horizontal gradients, as
these quantities are often based on an overly simple model
for a turbulent atmosphere, characterized by, e.g., convec-
tive processes. An outcome of such assessments is that one
can determine optimal temporal resolutions and constraints
for the estimated ZWD and horizontal gradients estimated
from the VLBI data. Note that the outcome of the optimiza-
tions will be site dependent because of different atmospheric
conditions.
Although the algorithms derived here for the wet delay
and the effective temperature of the atmosphere are based on
the weather conditions at the Onsala observatory, Sweden,
the method can be used at any other site since the input data
used have global coverage. The resulting ZWD uncertainties
due to algorithm errors will also be similar provided that the
optimal frequencies are determined for each site and its given
receiver stability.
Acknowledgements We appreciate the constructive comments from
the editor and the referees. They resulted in a significantly improved
paper, e.g., simulations at frequencies above 24 GHz and the discus-
sion on formal errors of the ZWD estimated from the VLBI were not
included in our original manuscript.We are grateful for the enlightening
discussions concerning: the ARTS software with Patrick Eriksson, and
the VLBI data analysis with Rüdiger Haas and Periklis Diamantidis.
We also thank the community behind ECMWF for the meteorological
data.
Author Contributions Peter Forkman came up with the idea and carried
out the simulations with ARTS. Jonas Flygare was responsible for the
antenna pattern simulations. All authors participated in the assessment
of the results and in the writing process of the entire manuscript.
Funding Open access funding provided by Chalmers University of
Technology.
Data availibility The ECMWF data are available from: https://www.
ecmwf.int/en/forecasts/datasets/reanalysis-datasets/era-interim. The
ARTS software is available from: https://www.radiativetransfer.org/
tools/. The simulated brightness temperatures, transmissions, wet
delays and antenna pattern (Fig. 9) together with ground pressures,
temperatures and relative humidities from ECMWF are archived by the
Swedish National Data Service (SND): https://doi.org/10.5878/31bx-
v871.
Declarations
Conflict of interest The authors declare that they have no conflict of
interest.
Open Access This article is licensed under a Creative Commons
Attribution 4.0 International License, which permits use, sharing, adap-
tation, distribution and reproduction in any medium or format, as
long as you give appropriate credit to the original author(s) and the
source, provide a link to the Creative Commons licence, and indi-
cate if changes were made. The images or other third party material
in this article are included in the article’s Creative Commons licence,
unless indicated otherwise in a credit line to the material. If material
is not included in the article’s Creative Commons licence and your
intended use is not permitted by statutory regulation or exceeds the
permitted use, youwill need to obtain permission directly from the copy-
right holder. To view a copy of this licence, visit http://creativecomm
ons.org/licenses/by/4.0/.
References
Balanis CA (2005) Antenna theory: analysis and design, 3rd edn.Wiley,
New York
Berrisford P, Dee D, Poli P, et al (2011) The ERA-interim
archive Version 2.0, ERA report series 1, ECMWF, Shin-
field Park, Reading. https://www.ecmwf.int/en/elibrary/8174-era-
interim-archive-version-20
Buehler SA, Mendrok J, Eriksson P, Perrin A, Larsson R, Lemke
O (2018) ARTS, the atmospheric radiative transfer simulator—
version 2.2, the planetary toolbox edition. Geosci Model Dev
11:1537–1556
Butler BJ (2000) 22 GHz water vapor radiometry at the VLA. In: ASP
conference proceedings. Imaging at radio through submillimeter
wavelengths, vol 217. ASP, p 338. ISBN: 1-58381-049-8
Cortés-Medellín G (2007) MEMO 95 antenna noise temperature calcu-
lation. https://www.skatelescope.org/uploaded/6967_Memo_95.
pdf
Davis JL, Herring TA, Shapiro II (1991) Effects of atmospheric mod-
eling errors on determinations of baseline vectors from very long
baseline interferometry. J Geophys Res 96(B1):643–650. https://
doi.org/10.1029/90JB01503
Dee DP, Uppala SM, Simmons AJ et al (2011) The ERA-Interim
reanalysis: configuration and performance of the data assimila-
tion system. Q J R Meteorol Soc 137:553–597. https://doi.org/10.
1002/qj.828
Dong B, Yang J, Dahlström J, Flygare J, Pantaleev M, Billade B (2019)
Optimization and realization of quadruple-ridge flared horn with
new spline-defined profiles as a high-efficiency feed from 4.6 to
24 GHz. IEEE Trans Antennas Propag 67(1):585–590. https://doi.
org/10.1109/TAP.2018.2874673
Elgered G, Davis JL, Herring TA, Shapiro II (1991) Geodesy by
radio interferometry: water vapor radiometry for estimation of the
wet delay. J Geophys Res 96:6541–6555. https://doi.org/10.1029/
90JB00834
Elgered G (1993) Chap. 5: Tropospheric radio path delay from ground-
based microwave radiometry. In: Atmospheric remote sensing by
microwave radiometry. Wiley, New-York
Elgered G, Jarlemark POJ (1998) Ground-based microwave radiometry
and long-term observations of atmospheric water vapor. Radio Sci
33:707–717. https://doi.org/10.1029/98RS00488
Elgered G, Ning T, Forkman P, Haas R (2019) On the information
content in linear horizontal delay gradients estimated from space
geodesy observations. Atmos Meas Tech 12(3805–3823):2019.
https://doi.org/10.5194/amt-12-3805-2019
Ellison WJ (2007) Permittivity of pure water, at standard atmospheric
pressure, over the frequency range 0–25 THz and the temperature
range 0–100◦ C. J Phys Chem Ref Data 36:1. https://doi.org/10.
1063/1.2360986
Emardson RT, Elgered G, Johansson JM (1999) External atmospheric
corrections in geodetic very long baseline interferometry. J Geod
73:375–383. https://doi.org/10.1007/s001900050256
Flygare J, Pantaleev M, Conway J, Lindqvist M, Helldner L, Dahlgren
M, Haas R, Forkman P (2018) Ultra-wideband feed systems
for the EVN and SKA-evaluated for VGOS. In: Proceedings of
123
  117 Page 14 of 14 P. Forkman et al.
10th general meeting, international VLBI service for geodesy and
astrometry (IVS 2018)
Flygare J, Pantaleev M (2020) Dielectrically loaded quad-ridge flared
horn for beamwidth control over decade bandwidth-optimization,
manufacture, and measurement. IEEE Trans Antennas Propag
68(1):207–216. https://doi.org/10.1109/tap.2019.2940529
Heinkelmann R, Böhm J, Bolotin S, Engelhardt G, Haas R, Lanotte
R, MacMillan DS, Negusini M, Skurikhina E, Titov O, Schuh H
(2011) VLBI-derived troposphere parameters during CONT08. J
Geod 85:377–393. https://doi.org/10.1007/s00190-011-0459-x
Herring TA (1986) Precision of vertical position estimates from
VLBI. J Geophys Res 91:9177–9182. https://doi.org/10.1029/
JB091iB09p09177
Herring TA, Davis JL, Shapiro II (1990) Geodesy by radio interferom-
etry: the application of Kalman Filtering to the analysis of very
long baseline interferometry data. J Geophys Res 95(B8):12561–
12581. https://doi.org/10.1029/JB095iB08p12561
International Telecommunication Union (2020) Radio regulations, edi-
tion 2020, vol I. https://www.itu.int/en/myitu/Publications/2020/
09/02/14/23/Radio-Regulations-2020
Ingold T, Peter R, Kämpfer N (1998) Weighted mean tropospheric
temperature and transmittance determination at millimeter-wave
frequencies for ground-based applications. Radio Sci 33:905–918.
https://doi.org/10.1029/98RS01000
Klügel T, Böer A, Schüler T, Schwarz W (2019) Atmospheric data
set from the Geodetic Observatory Wettzell during the CONT-17
VLBI campaign. Earth Syst Sci Data 11:341–353. https://doi.org/
10.5194/essd-11-341-2019
Kuehn CE, Himwich WE, Clark TA, Ma C (1991) An evaluation of
water vapor radiometer data for calibration of the wet path delay
in VLBI experiments. Radio Sci 26:1381–1391. https://doi.org/
10.1029/91RS02020
Lagler K, Schindelegger M, Böhm J, Krásná H, Nilsson T (2013)
GPT2: empirical slant delay model for radio space geodetic tech-
niques. Geophys Res Lett 40:1069–1073. https://doi.org/10.1002/
grl.50288
Moradi I, Goldberg M, Brath M, Ferraro R, Buehler SA,
Saunders R, Sun N (2020) Performance of radiative trans-
fer models in the microwave region. J Geophys Res
125:e2019JD03183e2019JD03183e2019JD031831. https://
doi.org/10.1029/2019JD031831
Niell AE (1996) Global mapping functions for the atmosphere delay
at radio wavelengths. J Geophys Res 101(B2):3227–3246. https://
doi.org/10.1029/95JB03048
Niell A, Barrett J, Burns A et al (2018) Demonstration of a broadband
very long baseline interferometer system: a new instrument for
high-precision space geodesy. Radio Sci. https://doi.org/10.1029/
2018RS006617
Nilsson T, Soja B, Karbon M, Heinkelmann R, Schuh H (2017) Water
vapor radiometer data in very long baseline interferometry data
analysis. In: Freymueller JT, Sánchez L (eds.) International sym-
posiumon earth and environmental sciences for future generations,
IAG symposium, 147. https://doi.org/10.1007/1345_2017_264
Ning T, Haas R, Elgered G, Willén U (2012) Multi-technique com-
parisons of ten years of wet delay estimates on the west coast
of Sweden. J. Geod 86:565–575. https://doi.org/10.1007/s00190-
011-0527-2
Pellegrini A, Flygare J, Theron IP et al (2021) MID-radio telescope,
single pixel feed packages for the square kilometer array: an
overview. IEEE J Microw 1(1): 428–437. https://doi.org/10.1109/
JMW.2020.3034029
Petrachenko B, Niell A, Behrend D et al (2009) Design aspects of the
VLBI2010 system. In: Progress report of the IVS VLBI2010 com-
mittee, NASA/TM-2009-214180,
Resch GM, Hogg DE, Napier PJ (1984) Radiometric correc-
tion of atmospheric path length fluctuations in interferometric
experiments. Radio Sci 19(1):411–422. https://doi.org/10.1029/
RS019i001p00411
Rosenkranz PW (1998) Water vapor microwave continuum absorption:
a comparison ofmeasurements andmodels.RadioSci 33:919–928.
https://doi.org/10.1029/98RS01182 (((correction in 34, 1025,
1999)))
Shapiro II (1976) Estimation of astrometric and geodetic parameters.
In: Meeks ML (ed) Methods of experimental physics, vol 12C.
Academic Press, New York
Shi J, Weinreb S, Zhong W, Yin X, Yang M (2017) Quadruple-ridged
flared horn operating from 8 to 50 GHz. IEEE Trans Anten-
nas Propag 65(12):7322–7327. https://doi.org/10.1109/TAP.2017.
2760365
SojaB,NilssonT,KarbonM,ZusF,DickG,DengZ,Wickert J,Heinkel-
mann R, Schuh H (2015) Tropospheric delay determination by
Kalman filtering VLBI data. Earth Planets Space 67:144. https://
doi.org/10.1186/s40623-015-0293-0
Stengel M, Schlundt C, Stapelberg S, Sus O, Eliasson S, Willén U,
Meirink JF (2018) Comparing ERA-Interim clouds with satel-
lite observations using a simplified satellite simulator. Atmos
Chem Phys 18:17601–17614. https://doi.org/10.5194/acp-18-
17601-2018
Teke K, Nilsson T, Böhm J, Hobiger T, Steigenberger P, Garcia-Espada
S, Haas R, Willis P (2013) Troposphere delays from space geode-
tic techniques, water vapor radiometers, and numerical weather
models over a series of continuous VLBI campaigns. J Geod
87:981–1001. https://doi.org/10.1007/s00190-013-0662-z
Westwater ER, Guiraud F (1980) Ground-based microwave radiomet-
ric retrieval of precipitable water vapor in presence of clouds
with high liquid content. Radio Sci 15:947–957. https://doi.org/
10.1029/RS015i005p00947
Wu SC (1979) optimal frequencies of a passive microwave radiome-
ter for tropospheric path-length correction. IEEE Trans Antennas
Propag 27:233–239. https://doi.org/10.1109/TAP.1979.1142066
123
